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Technical Specifications  

Dimensions & Weight

Features & Benefits
• Easy and quick installation

• Drivers sold separately 

• 60w Driver - Up to 7 x Spike lights

• 120w Driver - Up to 14 x Spike lights

• IP65 rated for outdoor applications 

• Backed by a 3 year warranty period

• SAA Approved

• 60 degree beam angle 

• Architectural design 

• 4,000k CCT (Other colors available 
via backorder)

• CRI >80

• Aluminum with anti-corrosive 
powder coated housing 

6w Exterior Spike Light
Architectural Design 

Model Wattage Type Lumens Colour Warranty

LPSPIKE6w 6w Light Fitting 360 4,000k 3 Years

LPMW60 60w LED Driver - 7 lights - - 3 Years

LPMW120 120w LED Driver - 14 lights - - 3 Years

Voltage Wattage Power Factor Beam Angle Colour Life Cycle
AC/DC 12V 6w - Light Fitting >1.0 60˚ 4,000k 40,000 Hrs

IP Rating VEET/ESS CRI Housing Dimmable Heat Rating

IP65 No >80 PC Aluminum No -20°c to +40˚c

Model A - Width B - Height C - Spike Dimmable Net Weight
LPSPIKE6w 72mm 243mm 97mm No 0.24kg


